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ATyS t M - ATyS g M
Automatický přepínač sítí
 od 40 do 160 A
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> Výškový budovy
> Data centra
> Zdravotnícky budovy

Řešení pro

> Rychlé uvedení do provozu
> Bezpečné programování
> Rychlost přepínaní
> Manuální režím
> Dálkově odpojení

Silný stránky

> IEC 60947-6,-1
> IEC 60947-3
> GB 14048.11

V souladu s norami

Schválení a certifikace (1)

(1) Reference produktu na vyžádání.

Funkce
ATyS t M a ATyS g M jsou modulární automatické přepínače s indikací přerušení. ATyS tM jsou 4 
pólová (třífázová) zařízení  ATyS gM jsou 2 nebo 4 pólová (jednofázová nebo třífázová) zařízení.
Mají všechny funkce ATyS d M společně s integrovaným řadičem ktorý zabezpečuje automatické 
přepínaní sítí určené pro aplikace v síti / v síti (ATyS t M) a v síti / diesel agregát (ATyS g M). Jsou 
určeny pro použití v napájecích systémech nízkého napětí, kde je během přenosu přijatelné krátké 
přerušení napájení.

Výhody

Rychlé připojení
Přenosové přepínače ATyS t M a g M nabízejí 
významnou úsporu času během uvádění do 
provozu (proces trvá 2 až 3 minuty). Díky 
konstrukci, která umožňuje uvedení do provozu 
pouze pomocí jednoho potenciometru (4 na 
ATyS g M) a čtyřech DIP spínačů, je ke 
konfiguraci parametrů zapotřebí pouze 
šroubovák.

Atys g M: určený pro aplikace síť/ generátor
Kromě jednofázového a třífázového 
monitorování napětí a frekvence pro oba 
příchozí zdroje má integrovaný ovladač 
produktu také funkce, které jsou specifické pro 
aplikace v síti / generátoru (ovládání 
generátoru, test zátěže atd.).

ATyS t M: vyhrazený pro třífázové síťové / 
síťové aplikace
Integrovaný řadič ATyS t M byl navržen tak, 
aby poskytoval všechny funkce nezbytné pro 
tyto aplikace (provoz s prioritou nebo bez 
priority, preferovaný výběr zdroje) spolu s 
monitorováním napětí a frekvence obou zdrojů 
pro třífázové sítě.

Bezpečné programování
Aby bylo zajištěno udržení správné 
konfigurace, lze nasadit volitelný uzavíratelný 
kryt, aby nedocházelo k nechtěným změnám v 
programování..

ATyS t M - ATyS g M
Automatic Transfer Switching Equipment

from 40 to 160 A

References
ATyS t M

Rating (A) No. of poles Network (VAC) ATyS t M
Bridging

bars

Voltage sensing
and power
supply tap

Terminal
shrouds

Auxiliary contact
block

Sealable
cover

40 A 4 P 230/400 9344 4004

4 P
1309 4006 2 pieces

1399 4006
2 pieces

2294 4016(1)

1 unit
Separate common

points
1309 0001(2)

Linked common
points

1309 0011(2)

1359 0000

63 A 4 P 230/400 9344 4006
80 A 4 P 230/400 9344 4008
100 A 4 P 230/400 9344 4010
125 A 4 P 230/400 9344 4012

160 A 4 P 230/400 9344 4016 1309 4016

(1) For complete upstream and downstream protection please order quantity 2.
(2) 1 NO/NC contact block for positions I, 0 and II.

ATyS g M

Rating (A) No. of poles Network (VAC)(3) ATyS g M
Bridging

bars

Voltage sensing
and power
supply tap

Terminal
shrouds

Auxiliary contact
block

Sealable
cover

40 A
2 P 230 9353 2004

2 P
1309 2006

4 P
1309 4006

2 pieces
1399 4006

2 pieces
2294 4016(1)

1 unit
Separate common

points
1309 0001(2)

Linked common
points

1309 0011(2)

2 P
1359 2000

4 P
1359 0000

4 P 230/400 9354 4004

63 A
2 P 230 9353 2006
4 P 230/400 9354 4006

80 A
2 P 230 9353 2008
4 P 230/400 9354 4008

100 A
2 P 230 9353 2010
4 P 230/400 9354 4010

125 A
2 P 230 9353 2012
4 P 230/400 9354 4012

160 A
2 P 230 9353 2016 1309 2016
4 P 230/400 9354 4016 1309 4016

(1) 4 pole version - for complete upstream and downstream protection please order quantity 2; for 2 pole version order quantity 1.
(2) 1 NO/NC contact block for positions I, 0 and II.
(3) For 127/230VAC networks, please contact your supplier.

What you need to know

The ATyS t M and ATyS g M are automatic transfer switching equipment that include a fully integrated ATS controller. These products are self
powered from incoming supplies: 230 VAC (176-288 VAC), 50/60 Hz (45/65Hz).
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ATyS t M - ATyS g M
Automatic Transfer Switching Equipment
from 40 to 160 A
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> High-rise buildings
> Data centers
> Healthcare buildings

The solution for

> Fast commissioning
> ATyS d M with an integrated 

controller for dedicated 
mains/mains or mains/genset 
functions

> Secure programming

Strong points

> IEC 60947-6,-1
> IEC 60947-3
> GB 14048.11

Conformity to standards

Approvals and certifications(1)

(1) Product references on request.

Function

Advantages

ATyS t M and ATyS g M are modular automatic transfer switches with positive break indication.
ATyS t M are 4 pole (three-phase) devices and ATyS g M are 2 or 4 pole (single or three-phase)
devices.
They have all the functions of the ATyS d M together with an integrated controller, giving
them automatic features dedicated to mains/mains (ATyS t M) and mains/genset (ATyS g M)
applications. They are intended for use in low voltage power supply systems where a brief
interruption of the load supply is acceptable during transfer.

Quick start
ATyS t M and g M transfer switches offer
significant time saving during commissioning
(the process takes 2 to 3 minutes). Thanks to
the design that allows commissioning through
just one potentiometer (4 on the ATyS g M)
and four DIP switches, a screwdriver is all that
is required to configure the parameters.

ATyS g M: dedicated to mains/genset
applications
In addition to its single-phase and three-
phase voltage & frequency monitoring for both
incoming sources, the product’s integrated
controller also features functions that are
specific to mains/genset applications (genset
control, test on load, etc.).

ATyS t M: dedicated to three-phase
mains/mains applications
The ATyS t M integrated controller has
been designed to provide all the functions
necessary for these applications (operation
with or without priority, preferred source
selection) together with the monitoring of the
voltage and frequency of both sources for
three-phase networks.

Secure programming
To ensure that the correct configuration is
maintained an optional sealable cover can
be fitted in order to avoid any unintentional
modifications to the programming.

ATyS t M - ATyS g M
Automatický přepínač sítí 

od 40 do 160 A

Rozsah (A) Počet polí Síť (VAC) Atys t M
Propojovací

lišta

Měříci a napájecí
vodiče Kryt 

vývodů
Pomocný 
kontakt

Plombovací
krytka

40 A 4 P 230/400 9344 4004

4 P
1309 4006 2 kusy

1399 4006
2kusy

2294 4016(1) 1309 1001(2)

1309 1011(2) 

1359 0000

63 A 4 P 230/400 9344 4006
80 A 4 P 230/400 9344 4008
100 A 4 P 230/400 9344 4010
125 A 4 P 230/400 9344 4012

160 A 4 P 230/400 9344 4016 1309 4016

(1) Pro kompletní zakrití horních a spodních vývodů je nutno objednat 2ks
(2)  1 NO/NC blok kontaktu pre signalizaci polohy I, 0 a II.

ATyS g M

Rozsah (A) Počet polí Síť ( VAC) (3) ATyS g M
Propojovací

bars

Měříci a napájecí
vodiče Kryt  

vývodů
Pomocný 
kontakt

Plombovací
krytka

40 A
2 P 230 9353 2004

2 P
1309 2006 

4 P
1309 4006

2 pieces
1399 4006

2 pieces
2294 4016(1) 

1309 1001(2)

1309 1011(2) 

2 P
1359 2000 

4 P
1359 0000

4 P 230/400 9354 4004

63 A
2 P 230 9353 2006
4 P 230/400 9354 4006

80 A
2 P 230 9353 2008
4 P 230/400 9354 4008

100 A
2 P 230 9353 2010
4 P 230/400 9354 4010

125 A
2 P 230 9353 2012
4 P 230/400 9354 4012

160 A
2 P 230 9353 2016 1309 2016
4 P 230/400 9354 4016 1309 4016

(1)  4 pólová verze - Pro kompletní zakrití horních a spodních vývodů je nutno objednat 2ks - 2 pólova vere - 1ks
(2)  1 NO/NC blok kontaktu pre signalizaci polohy I, 0 a II.
(3)  Pro 127/230VAC síte, nás prosím kontaktujte.

Co je potřeba vědet

ATyS t M a ATyS g M jsou automatická přepínací zařízení, která obsahují plně integrovaný řadič ATS. Tyto produkty jsou napájeny z příchozích 
zdrojů: 230 VAC (176-288 VAC), 50/60 Hz (45 / 65Hz).

ReferenceATyS t M
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